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Trisys 3 Frame System Glazing Cassettes Installation Instructions 
 
 
 
 

1. Place the outer cassette onto a clean flat surface and Peel the paper from both the double sided 
tape already fitted to the cassette.  

 
2. Place the glass on a flat surface and gently lower the cassette on to the glass ensuring it is straight 

and that the seal is secure to the glass.  
 

3. Fit the outer cassette to the door applying pressure all round to make sure tape is securely stuck to 
the door outer surface. 
 

4. Split the inner cassette from its screw retaining part by pulling apart at the top and bottom. 
 

5. Peel the paper from the double sided tape already fitted to the inner retaining part and fit to the 
door making sure to align the screw bosses to the outer cassette. 

 
6. Using the screws provided, tighten the screws to ensure the cassettes are securely held to the glass. 

DO NOT EXCEED 12”/lbs of torque on your driver. Excessive force can cause the frames to crack. 
 

7. Clip the inner cassette to the retaining part,  
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Post installation care guide 
 
  
Cleaning  
 
Depending on the degree of grime on the surface, clean with warm soapy water (do not use any 
detergents, acid/alkaline or solvent based materials), using a wet cotton cloth using light pressure. Rinse 
afterwards with clean water.  
 
 Care  
 
For the long term preservation of the high quality surface, regular cleaning and care is necessary. In some 
areas the high level of air contamination will lead to deposits sticking firmly, which are difficult to remove. 
In order to prevent heavy dirt deposits we recommend regular cleaning and care of the frames.  
  
 The frame surface/paint must be cleaned when it becomes soiled. 
 
The cleaning intervals should be determined by the amount of soiling and not exceed 6 months in normal 
environments. 
 
Cleaning should commence at the date of installation using the methods described above  
 
Final remark  
 
Cleaners and polishes containing solvents, for example “nail varnish removers”, cellulose or alcohol based 
plastic cleaners must not be used. The utilisation of abrasive substances as well as a dry rubbing with a 
duster or similar is to be absolutely avoided.  


